
 

 
Specifications 

Transitions, Joiners, Reducers, 
 Cove Cap and Cove Stick 

 
 
     
ACCEPTABLE MANUFACTURER 
 
      1. VPI Corporation, 3123 South 9th Street, P.O. Box 451, Sheboygan, WI 53082-0451 
 
 
FLOOR COVERING SPECIFICATION 
 

1. Material: TPR Rubber  
 

2. Type:  Joiners, Reducers, Cove Cap and Cove Stick 
 

3. Length:  Vary by profile 
    
 
MANUFACTURING SPECIFICATIONS 
 

1. Precision control gauge to assure consistent size and fit.   
 
 
ADHESIVE SPECIFICATIONS 
 

1.   Royal Adhesive M250 solvent base contact cement is required for this specific use. 
 

 
PRE- INSTALLATION SPECIFICATIONS 
 

1. Read the Installation instructions for TPR trims and shapes for more detail. 
 

 
INSTALLATION SPECIFICATIONS 
 

1. Install Transitions in accordance with manufacturer’s printed instructions. 
 
2. Read the instructions for clean up and maintenance instructions 

 
 
POST INSTALLATION SPECIFICATIONS 
 

1. Prohibit the traffic in the area for 24 hours after the installation. 
 

 
WARRANTY INFORMATION 
 

1. Warranty: 1 year free from defects in materials and workmanship. 
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